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The installer’s choice
cdvi.se



ROSTFRIA ELEKTROMAGNETISKA LAS
FOR UTOMHUSBRUK

I180SR / I400SR / I500SR

> Utanp8liggande montering

> Vattentata, IP54

> Inbyggd dérrstatus med reldindikering
(ersédtter magnetkontakt)

> Rekommenderas foér utomhusbruk

> Levereras med ankarplatta

> Tillverkad i rostfritt stal

> 10 &rs produktgaranti

> Patenterad

= Hallkraft:
1180SR = 180kg
1400SR = 400kg
I500SR = 500kg

» Elektromagnetens dimensioner (L x B x H):
I180SR 175 x 32 x 22mm
I400SR 230 x 45 x 30mm
I500SR =230 x 61 x 42mm

= Ankarplattans dimensioner (L x B x H):

I180SR = 130 x 32 x 9mm
I1400SR = 185 x 45 x 12mm
I500SR = 185 x 60 x 12mm
= Driftspanning:
12/24 VDC (stallbart) I180SR I400SR I500SR

» Stromfoérbrukning:
12 VDC = 550mA

24 VDC = 275mA PATENTED
BREVETE
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Commercial  Industral Public Multi-tenant Residential
Buildings Occupancy

CDVI Sweden AB
Datavagen 12B
43632 ASKIM (GOTEBORG)

Tel: +46 (0)31 760 19 30

cdvigroup.com
cdvi.se




